GALEP-5

Palm-Size Device Programmer

with 48 universal pin drivers and USB 2.0 port
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Supported Devices: PROM, EPROM, EEPROM, FLASH memory, serial EEPROM, NV-RAM, LPC, FWH, FPGA, PLD, EPLD, GAL, PALCE, PIC, Microcontroller (MCU).

Ultra-Compact, USB Powered Design: Palm size (80 x 115 x 33 mm, 185g), self-powered through USB Bus or batteries.
High-Speed Programming: Internal 200 MIPS ARM-9 processor; hardware acceleration trough FPGA device; fast USB 2.0 data transfer; device programming times close to the minimum specified by the manufacturer.
48 universal pin drivers: A custom-designed universal pin driver circuit guarantees optimal signal quality at the output pins. 
In System Programming: Target system connection trough ISP or DIL module.
Software: Supports Windows 95, 98, ME, NT4, 2000, XP, Vista 32 Bit. Binary, Intel-Hex, Motorola-S or JEDEC file format; statistics functions and serial number generation. JTAG Support through SVF-Script in XSVF(Xilinx) format or JAM byte code player (ALTERA). Weekly free updates, free Device On Demand service.

Batch mode: Run GALEP from the command line, or implement GALEP commands in your own production software. 

JTAG Debugger: Supports On Chip Debugging for ARM7, ARM9, XScale, and Cortex-M3 MCUs. 

Security: Thorough device position / contact  check prior to programming. 

Modules and Adapters: Innovative module concept; socket modules can be replaced in seconds. Modules for all common sockets are available. Due to the high output pin count, only a single module or adapter per socket is required. GALEP-4 and GALEP-5 socket adapters can also be used.
Kit contains 

· GALEP-5D device 

· DIL-48 module

· Ethernet & Mini USB cables

· AC adaptor

· CD with manual and software 

System Requirements 

Windows 32 Bit OS, 98SE / ME / NT4 / 2000 / XP / Vista 

USB 1.0 or USB 2.0 port, or Ethernet port 

Warranty: 24 Months. 
Certification: CE, RoHS, UL. 

